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CONTAIN RELEASED PRODUCT OR OTHER MATERIALS RELATIVE TO THE EPAs SPCC
DEFINITION OF AND THE DEP SWP3 REQUIREMENT FOR "SUFFICIENTLY IMPERVIOUS".

NOTES:

1. THE LOCATION OF ALL STRUCTURES, EQUIPMENT, DELINEATIONS AND OTHER FEATURES
PRESENTED ON THIS DRAWING SHOULD BE CONSIDERED APPROXIMATE. THIS DRAWING
SHOULD ONLY BE USED FOR GENERAL PRESENTATION PURPOSES AND SHOULD NOT BE
USED FOR CONSTRUCTION PURPOSES. TRITON MAKES NO WARRANTY AS TO THE
CORRECTNESS OR THE COMPLETENESS OF THE INFORMATION CONTAINED IN THIS DRAWING,

AND THE USER ASSUMES ALL RISK OF LOSS TO PERSONS AND PROPERTY FROM RELIANCE
THEREON.

2. BASE MAP IS TAKEN FROM A "TOPOGRAPHIC AND BOUNDARY SURVEY” PERFORMED BY
ZARKO SEKEREZ & ASSOCIATES, INC; DATED: APRIL 29, 2014; SCALE: 1"=50'.

3. THE SECTION OF THE CALUMET RIVER (IL_HAA—01) LOCATED ADJACENT TO MORTON'S
CHICAGO SITE HAS BEEN EVALUATED FOR THE PRESENCE OF IMPAIRMENTS OF

ESTABLISHED TOTAL MAXIMUM DAILY LOADS (TMDLs). BASED ON A REVIEW OF THE MOST

CURRENT 303(d) REPORT, AVAILABLE DATA INDICATES THAT THE REFERENCED WATERBODY
IS IMPAIRED FOR MERCURY, PCBs, AND FECAL COLIFORM. HOWEVER, A TMDL HAS NOT YET
BEEN ESTABLISHED FOR THE NOTED IMPAIRMENTS.
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